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Puesta en hora
(Stop segundero)

Corrección de la fecha

Corrección de los dias
(Elección del idioma
 con indicadores
 bilingues)

Posición normal
(Posición de remon-
 tage)

Corona con tres
posiciones

Messa all‘ora
(Stop lancetta dei
 secondi)

Correzione della data

Correzione del giorno
(Scelta della lingua
 dell‘indicatore bilingue)

Posizione normale
(Posizione di carica)

Corona con tre
posizioni

Para acertar a hora
(paragem dos
 segundos)

Para acertar o dia do
mês

Para acertar o dia da
semana
(Escolha do idioma no
 indicator bilingue)

Posição normal
(Posição de dar
 corda)

Coroa con três
posições

3

2

1

Mise à l‘heure
(stop seconde)

Correction de la date

Correction des jours
(Choix de la langue
 -indicateur bilingue-)

Position normale
(Position de remon-
 tage)

Couronne avec trois
positions

For setting the hands
(stopping second)

For date correction

For day correction
(Setting wanted
 language if indicator
 bilangual)

Normal position
(for winding)

Three-position crown

Zeigerrichten
(Sekundenstopp)

Datumkorrektur

Wochentagkorrektur
(Sprachenwahl für die
 zweisprachige
 Wochentaganzeige)

Normalstellung
(Aufzugstellung)

Krone mit drei
Stellungen

18LUN

STOP

321
Correction rapide: Date et jour

Schnellkorrektur: Datum und Tag

Quick correction: Date and day

Corrección rápida: Fecha e dia

Correção rápida: Data e dia

Correzione rapida: Data e giorni
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Mode d‘emploi

Gebrauchsanweisung

Instruction for use

Modo de empleo

Modo de emprego

Modo d‘impiedo



I

60 

65 

7
2
 

8
0
 

9
0
 

102 
120 

144 

1
8
0
 

2
4

0
 

Km/h        TA
C

H
Y
M

E
T
E

R
 

30

20 10

60

40 20

12

39

6

31MON

ADD function

1 X

START

Reset to zeroX

Setting crown in position I

1

2

STOP Read

3

RESTART

4

STOP Read

5

RESTART

6

STOP Read

to order of functions

A

B

TIMING MODE D
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A

B

1START

2

3

Simple timing function

Read time

- 2 hours

- 10 minutes

- 8 seconds

Reset

to zero

Setting crown 

in position I

STOP

1 to 3 order of functions

TIMING MODE C

I II III
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Normal running of watch and

 hand-winding

Self-winding of the watch by 

the movements of the wrist.

Crown 3 positions

Position for setting the time with

stop second and correction of the

 date at every passing of midnight

 of date

of day

Rapid date and day correction is not

possible between 8 p.m. and 2 a.m.

Rapid correction

SETTINGS B

I II III
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Push-

button B

Push-

button A

Second
hand

12 hours
counter

Setting crown
(Position I, II, III)

60 seconds
counter

Date 
indicator

Minute
hand

Hour
hand

30 minutes
counter

Day
indicator

Watch hands

DISPLAY A
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ETA 7750

 

ETA 7750



I
START

1 X

ADD function

Reset to zeroX

Setting crown in position I

1

2
STOP Read

3
RESTART

4
STOP Read

5
RESTART

6
STOP Read

to order of functions

A

B

DTIMING MODE

I

A

B

order of functions

1START

2

3

Simple timing function

Read time
- 4 hours
-10 minutes
-18 seconds

Reset
to zero

Setting crown 
in position I

STOP

1 to 3

CTIMING MODE

I II III

Rapid correction

Push-button C
Quick correction of day

Day correction is not possible between
8 p.m. and 2 a.m.

Date correction is not recommended
between 8 p.m. and 2 a.m.

The moon phase cannot be corrected 
between 3 a.m. and 5 a.m.

Position for setting the time with
stop second and correction of the
 date at every passing of midnight

 of moon phase
 of date and month

Normal running of watch and
 hand-winding

Self-winding of the watch by 
the movements of the wrist.

Crown 3 positions

SETTINGS B

I II III

Push-
button B

Push-
button A

Second
hand

12 hours
counter

Setting crown
(Position I, II, III)

60 seconds
counter

Watch hands

Date 
hand

Minute
hand

Hour
hand

30 minutes
counter

Moon phase
indicator

24 h
hand

Push-button C

Day
indicator

Month
indicator

DISPLAY A
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